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CARTRIDGE MAXIMALE 

 
   Maxi Mini  
Culot dia. d = 41.15 mm 40.90 mm (1)
Bourrelet dia. g = 43.61 mm 43.35 mm 
Bourrelet ép. t = 1.93 mm 1.77 mm (1)
Tube dia. h = 40.51 mm 40.26 mm 
    
Length :    
L max = 110 mm     Tolerance : -0.50 mm 
   

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

    

 
CHAMBER MINIMALE 

     
Culot  dia. D mini = 41.50 + 0.1 mm (1)
Drageoir dia. G mini = 44.20 + 0.2 mm 
Drageoir pro. T mini = 1.90 ± 0.05 mm (1)
Chamber dia. H mini = 41.30 ± 0.05 mm (1)
Barrel dia. B mini = 40.86 + 0.05 mm (1)
Barrel angle α1 mini = 10°  (1)
     
Length :     
     
l max = 49.10 mm      Tolerance : +0.50 mm (1)
E max = 160 Joules  
EK    
EE = 176 Joules  
Headspace = 0.10 mm (Proof barrel) (1)
 = 0.20 mm (with bascule) (1)
 = 0.35 mm (automatic) (1)

 
Dimensions in « mm » 

Dimensions and tolerances for Proof Barrels : 
    
 
 

 
Notes : 1)  Check for safety reasons 
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